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2005-07 Interceptor™ Hood Scoop Installation Instructions 

 
NOTICE: Read all instructions before beginning installation. We recommend you have this 

piece painted by a qualified professional automotive painting facility to ensure product 
quality and consistency. We recommend a paint curing heat of no more than 150° F. This 

scoop is a high temperature polyester resin, chop fiberglass, compression molded part. 
 
Contents: 

�  1- Interceptor™ Hood Scoop 
�  1- Closeout 
�  7- ¼”-20 Bolts 
�  1- Hood Template 

 
Tools Required: 

�  Drill Motor 
�  Center Punch 
�  1/8” Pilot Drill Bit  
�  3/8” Drill Bit  
�  5/8” Bi-metal Hole Saw 
�  ¼” Drive 3/8” Deep Well Socket 
�  ¼” Drive Ratchet 

�  Medium Strength Thread Locker 
�  Eye Protection 
�  Fork Tool 
�  Masking Tape 
�  Isopropyl (Rubbing) Alcohol 
�  Soft Clean Rag 

 
Installation: 

1. Raise the hood and using the fork tool remove the fasteners from the hood blanket. 
2. Mask off hood to avoid scratches. With the hood closed measure and mark the centerline of the 

hood. Align the template and centerline as noted on the template. 
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3. Transfer the 7 bolt locations to the hood. Use a center punch through the paper and into the hood. 
Drill through the hood with a 1/8” bit. Drill through both layers of sheet metal. 

4. Drill through the top layer of sheet metal with 
a 3/8” drill in 5 rearward locations. The front 2 
locations can be drilled through both layers of 
sheet metal. 

5. Drill clearance holes for ¼ - 20 x ½” bolt 
heads. From the bottom side of the hood, using 
a 5/8” hole saw drill through the bottom layer 
of sheet metal only. This allows clearance for 
the head of the bolts and is not required for the 
front two locations. 

6. Remove the masking tape from the hood. 
7. Install the closeout by cleaning the bottom 

surface of the hood scoop with isopropyl 
alcohol and peeling the red backing of the tape 
a inch or two at one edge. Then align it in 
desired location and finish peeling the red 
tape. Press firmly on the closeout to secure the 
tape. 

8. Place the scoop on the hood and install the 
¼”-20x1/2” bolts. Use a medium strength 
thread locker on the bolt threads. Do NOT 
over-tighten. 

9. Replace the hood blanket with original 
fasteners. 

10. Enjoy!  

 

 
 


